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Optimum working temperature

MMMMaaaaxxxximimimimum fum fum fum flllloooowwww

o

88880 dm  0 dm  0 dm  0 dm  /m/m/m/miiiinnnn3333

version 3URRE13-00/90 99990 b0 b0 b0 barararar

111155550 b0 b0 b0 bararararversion 3URRE13-00/150

Viscosity range

mineral oil

ReReReReqqqquuuuired fired fired fired fiiiiltrltrltrltratatatatiiiioooonnnn

Recommended  filtration

up tup tup tup to o o o 11116666 µµµµmmmm
up to 10 µm

Hydraulic fluid

Nominal fluid viscosity 2 o
37 mm  /s at temperature 55   C

22,8 up to 380 mm  /s

Temperature range

NNNNomomomomiiiinnnnaaaal presl presl presl presssssureureureure

40  C  up to  55  C

-30  C  up to +70  Co

oo

NS 13 up to 15 MPa up to 80

Directional valve type 3 URRE 13

30 u30 u30 u30 up tp tp tp toooo 160 160 160 160 b b b barararar

TECHNICAL  DATA

SCHEMES

Hydraulic diagram of the valve type 3333UUUURRE13RRE13RRE13RRE13…………    
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OVERALL  AND  CONNECTION  DIMENSIONS

 G1/2 - depth 15

 3 sockets
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*3URRE 13

 Pressure range at the overflow valve

 up to  90  bar =  90

up to 150 bar                                                                            = 150

 Series number

(00-09) - connection and installation dimensions unchanged   = 0X

 series 00                                                                                  = 00

Further requirements in clear text  (to be agreed with the manufacturer)

 Nominal size (NS)

 NS13  = 13

HOW  TO  ORDER

    

NOTESNOTESNOTESNOTES:    

 

Directional valve should be ordered according to the above coding. 

Coding example: 3 URRE 13 – 00/150 
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